Annexure – B

Evaluation Strategy for Architect
A. Evaluation methodology
	Sr. No.
	Evaluation Criterion
	Max.100 Marks

	1.
	EPI of the building (Annual Energy consumption per square meter built up area excluding parking and basement* area used for godown area
	      40 marks

	
	a) EPI </=40
	40 marks

	
	b) EPI </=50
	        35 marks

	
	c) EPI </=60 
	30 marks

	
	d) EPI </=70
	 25 marks

	
	e) EPI </=80
	20 marks

	
	f) EPI >/=80
	

	2.
	Energy Efficient building designed (Construction completed)
	10 marks

	3.
	Number of building proposed for net zero energy
	08 marks

	4.
	Use of reuse, recycle in the building such as rain water harvesting, insulation, etc.
	10 marks

	5.
	Use of Advanced technologies such as occupancy sensors,VRVs, etc.
	07 marks

	6.
	Use of Renewable Energy (Solar PV Plant, Solar Water Heater etc.)
	20 marks

	I)
	Solar PV Plant
	10 marks

	
	a) Solar PV Plant Capacity >/= Total Connected Load 
	10 marks

	
	b) Solar PV Plant Capacity in between 75% to 100% of Total Connected Load
	 08 marks

	
	c) Solar PV Plant Capacity in between 50% to 75% of Total Connected Load
	05 marks

	
	d) Solar PV Plant Capacity in between 25% to 50% of Total Connected Load
	02 marks

	II)
	Others (Solar Water Heater etc.)
	10 marks

	7.
	Other Innovative measures implemented for reducing energy consumption (Details should be attached)
	05 marks


Note: The above evaluation and weightage criterion is common for all the entities. However, in case of any peculiarity found in the application of above evaluation criteria, the Awards Committee reserves the right to modify the criteria, which shall be uniformly applied to all the entities
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